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PERFORMANCE™ SERIES
40MAQ HIGH WALL

Performance™ 
High Wall  
Indoor Unit
 

FEATURES
• Available in 115V and 208/230V

• Modes: Cool, Heat, Dry, Fan, Auto

• Turbo Mode

• Four fan speeds

• Sleep Mode

•  Up-down louver control 
(fixed or swing)

•  Follow Me (senses temperature  
at handheld remote)

• Heating Setback (46° F Heating Mode)

•  Quiet indoor operation, as low as 
27 dB(A)

•  Anti-corrosive fin coating

COMPATIBLE WITH:
•  38MA*R Outdoor Unit 

Single Zone 

•  38MGR Outdoor Unit 
Multi-zone 

Sizes: 09 / 12 / 18 / 24 / 30 / 36

KEY FEATURES
Follow Me 
Temperature sensor built in the remote controller  
will sense its surrounding temperature. The unit will 
adjust the room temperature more accurately to give  
you comfort.

CONTROLS
Wireless Remote Controller included with indoor unit

Wired Remote Controller KSACN0101AAA 
(Timer Function) (Optional)

Wired Remote Controller KSACN0401AAA 
(7-Day Programmable) (Optional)*

Standard Wired  
Controller

(Timer Function)
KSACN0101AAA

Optional Wired  
Controller

(7-Day Programmable)
KSACN0401AAA

Wireless 
Remote  

Controller

ACCESSORIES
Wi-Fi® Smartphone control kit KSAIF0301AAA

24V Interface for third-party thermostat compatibility KSAIC0301230**

*7-Day Programmable compatible with indoor units starting with Serial Number 0216V10001.
**Compatible with indoor units starting with Serial Number 4216V10001.
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PERFORMANCE™ SERIES
40MAQ HIGH WALL

SPECIFICATIONS:

40MAQ High Wall

Heat Pump

System

Size 12 9 12 18 24 30 36

Indoor Model 40MAQB12B--1 40MAQB09B--3 40MAQB12B--3 40MAQB18B--3 40MAQB24B--3 40MAQB30B--3 40MAQB36B--3

Electrical

Voltage, Phase, Cycle V/Ph/Hz 115-1-60 208/230-1-60 208/230-1-60 208/230-1-60 208/230-1-60 208/230-1-60 208/230-1-60

Power Supply Indoor unit powered from outdoor unit

MCA A 0.4 0.2 0.2 0.27 0.4 0.4 0.4

Controls

Wireless Remote Controller 
(° F / ° C Convertible)

Standard Standard Standard Standard Standard Standard Standard

Wired Remote Controller
(° F / ° C Convertible)

Optional Optional Optional Optional Optional Optional Optional

Operating Range

Cooling Outdoor DB  
Min - Max

° F (° C) 63~86 (17~30) 63~86 (17~30) 63~86 (17~30) 63~86 (17~30) 63~86 (17~30) 63~86 (17~30) 63~86 (17~30)

Heating Outdoor DB  
Min - Max

° F (° C) 32~86 (0~30) 32~86 (0~30) 32~86 (0 ~ 30) 32~86 (0~30) 32~86 (0~30) 32~86 (0~30) 32~86 (0~30)

Piping

Pipe Connection 
Size - Liquid

in (mm) 1/4 (6.35) 1/4 (6.35) 1/4 (6.35) 1/4 (6.35) 3/8 (9.52) 3/8 (9.52) 3/8 (9.52)

Pipe Connection 
Size - Suction

in (mm) 1/2 (12.7) 3/8 (9.52) 1/2 (12.7) 1/2 (12.7) 5/8 (16) 5/8 (16) 5/8 (16)

Indoor

Unit Width in (mm) 32.87 (835) 32.87 (835) 32.87 (835) 38.98 (990) 46.69 (1,186) 46.69 (1,186) 46.69 (1,186)

Unit Height in (mm) 11.02 (280) 11.02 (280) 11.02 (280) 12.40 (315) 13.39 (343) 13.39 (343) 13.39 (343)

Unit Depth in (mm) 7.80 (198) 7.80 (198) 7.80 (198) 8.58 (218) 10.16 (258) 10.16 (258) 10.16 (258)

Net Weight lb (kg) 19.18 (8.7) 19.18 (8.7) 19.18 (8.7) 26.46 (12.0) 40.12 (18.2) 40.12 (18.2) 40.12 (18.2)

Number of Fan Speeds 4 4 4 4 4 4 4

Airflow 
(lowest to highest)

cfm 210/300/360/380 210/290/360/380 210/300/360/380 310/450/650/680 520/620/780/870 520/620/780/870 520/620/780/870

Sound Pressure 
(lowest to highest)

dB(A) 27/34/42 27/34/42 27/34/42 33/40/46 39/45/50 39/45/50 39/45/50

Air Throw Data ft (m) 23 (7) 23 (7) 23 (7) 30 (9) 36 (11) 36 (11) 36 (11)

Moisture Removal Pint/h (L/h) 2.8 (1.3) 1.1 (0.5) 2.3 (1.1) 3.8 (1.8) 5.4 (2.6) 8.1 (3.9) 11.7 (5.6)

Field Drain Pipe Size O.D. in (mm) 0.625 (16) 0.625 (16) 0.625 (16) 0.625 (16) 0.625 (16) 0.625 (16) 0.625 (16)

Performance may vary based on the compatible outdoor units. See respective pages for performance data.

COMPATIBILITY:

Indoor Unit 40MAQB12B--1 40MAQB09B--3 40MAQB12B--3 40MAQB18B--3 40MAQB24B--3 40MAQB30B--3 40MAQB36B--3

Outdoor Unit 
Single Zone

38MAQB12R--1 38MAQB09R--3 38MAQB12R--3 38MAQB18R--3 38MAQB24R--3 38MAQB30R--3 38MAQB36R--3

Outdoor Unit 
Multi-Zone

38MGRQ18B--3

38MGRQ24C--3

38MGRQ30D--3

38MGRQ36D--3

38MGRQ48E--3

Backward compatible with 38MAQ Single Zone and 38MGQ Multi-zone Systems


