
QUICK CONNECT MINI-SPLIT
15 SEER

SECURE MECHANICAL CONNECTION 
AND EASY INSTALLATION

FOR PEACE OF MIND

FU
LL

 REPLACEMENT

WA RR A NTY

30 MONTH



INDOOR AIR HANDLER
•	Easy	attach	wall	bracket	and	
	 indoor	unit	with	digital	display,	
	 remote	control,	auto	level	swing,	
	 and	side	knock-outs	to	allow	piping		
	 installation	from	right	or	left	side
•	Quick	connect	line	set,	
	 electronic	communication	cable,	
	 and	condensate	drain	tube

FOLLOW ME REMOTE CONTROL
	 Built-in	remote	control	sensor	
	 (use	remote	as	a	thermostat	
	 anywhere	in	the	room)

16 FT. QUICK CONNECT LINE SET
	 Quick	connect	fittings	provide	secure		
	 mechanical	connection	of	the	liquid	and		
	 gas	refrigerant	lines

18 FT. 16/4 CABLE 
	 Electrical	connection	between	
	 indoor	and	outdoor	units

OUTDOOR CONDENSER
•	Quick	connect	gas	and	refrigerant	lines,	
	 communication	and	electrical	cables
•	GOLDEN	FIN	corrosion	coated	coils	
	 withstand	corrosive	outdoor	elements

The	Perfect	Aire	12,000	BTU	Quick	Connect	Single-Zone	Mini-Split	provides	
maximum	comfort,	energy,	and	control	for	single	space	environments	in	
a	ductless	heating	and	cooling	option.	The	indoor	and	outdoor	units	are	
designed	for	close	proximity	easy	installation.

QUICK CONNECT MINI-SPLIT
15 SEER

1PAMSHQC12-15

FU
LL

 S
YS

TE
M POWER SUPPLY (V) 115

COOLING CAPACITY (BTU/h) 12,000

HEATING CAPACITY (BTU/h) 11,500

HEATING AMPS 5.5

SEER/EER (Btu/W) 15/8.5

HSPF (Btu/W) 8.2

DEHUMIDIFICATION (pts./hr.) 3.0

INDOOR UNIT
AIR FLOW (CFM) (Hi/Mi/Lo) 350/310/240

FAN SPEEDS (Cool/Heat/Fan) 3

SOUND LEVEL dB(A) (Hi/Mi/Lo) 40/36/29

DIMENSIONS (WxHxD) (in.) 305/16 x 101/16 x 73/8

NET Wt./SHIPPING Wt. (lbs.) 16/21

OUTDOOR UNIT
DIMENSIONS (WxHxD) (in.) 26 x 211/4 x 107/16

NET Wt./SHIPPING Wt. (lbs.) 66/70

MAIN POWER CONNECTION Outdoor Unit

MIN. CIRCUIT AMPACITY 10

MAX. FUSE/HACR CIRCUIT BREAKER 25

LINE SETS
LIQUID CONNECTION (Flare) (in.) 1/4

SUCTION CONNECTION (Flare) (in.) 3/8

FIXED LINE SET LENGTH (ft.) 16

MAX. ELEVATION (Indoor/Outdoor) (ft.) 26

REFRIGERANT (R410A) 
FACTORY PRE-CHARGE (ft.) 16

MAX. PIPE LENGTH (ft.) 25

SUGGESTED CABLE 16AWG x 4

SYSTEM INCLUDES 

DESIGNED FOR APPLICATIONS WHERE THE INDOOR AND 
OUTDOOR UNIT ARE WITHIN 16 FEET OF EACH OTHER 
•	 Sun	rooms
•	 Home	additions
•	 4	season	rooms
•	 Bedrooms
•	 Garages
•	 Computer	server	rooms

COMPRESSOR HEATING BELT
Built-in	PTC	device	provides	more	powerful	
heating	operation	even	in	extreme	cold

SELF-DIAGNOSTIC FUNCTION
System	switches	off	automatically	if	abnormal	
operations	or	part	failures	are	detected	and	
indoor	unit	displays	error	/	protection	code

EVAPORATOR AUTO DEFROSTING
Prolongs	product	life	&	improves	energy	savings

TIMER & SLEEP MODE
Provides	energy	savings	&	comfort

Refrigerent Leak
Detection

Compressor
heating belt

RELIABILITY

ENERGY SAVING

REFRIGERANT LEAK DETECTION
Displays	EC	error	code	on	indoor	unit	if	
outdoor	unit	detects	a	refrigerant	leak	condition

GOLDEN FIN 
Anticorrosive	coating	on	indoor	and	outdoor	units	
withstands	salty	air,	rain	and	other	corrosive	elements	
while	improving	heating	efficiency	by	accelerating	
defrosting	process

GOLDEN FIN

LOW NOISE AIRFLOW SYSTEM
Reduces	indoor	unit	noise	by	lowering	fan	speed	
without	decreasing	airflow	volume	and	
large	diameter	cross-flow

HORIZONTAL AUTO SWING 
Wide	swing-angle	louver	guides	cool	or	warm	air	
to	every	corner	of	the	room

Auto Restart

Horizontal
Auto Swing

Heat Pump

COMFORT

CONVENIENCE

HEAT PUMP
•	 Provides	year	round	comfort	allowing	unit	
	 to	reverse	refrigerant	process	in	cold	weather,	
	 by	extracting	outside	heat	and	transferring	inside
•	 Excellent	for	house	additions	without	forced	air		
	 heating	systems	or	where	ductwork	is	not	possible

AUTO RESTART
Allows	system	to	return	to	most	recently	used	setting	
once	power	returns	if	power	has	been	interrupted

FOLLOW ME OPTION 
Remote	control	with	built-in	room	temperature	sensor	
regulates	room	temperature	around	remote—	
allowing	remote	to	become	the	thermostat

FOLLOW ME

CLOSE PROXIMITY SYSTEM 



OUTDOOR
CONDENSER

INDOOR 
AIR HANDLER

Side	Knock-Outs

LED	Display

Line	Set	
Quick	Connections

Cover	to	Electrical	
Connections

Line	Set,	
Drain	Tube	&	Wire	
Connect	the	Outdoor	
with	the	Indoor	Unit

16/4in.	Cable Condensate	Tube

Insulation	for	
Refrigerant	Lines

Refrigerant	LinesRefrigerant	Lines

Line	Set	
Quick	Connections

Line	Set	
Quick	Connections

www.perfectaire.us 
support@perfectaire.us     

PA/QCBrochure/03172017

866.996.9255
630.323.2301

5401 Dansher Road
Countryside, IL 60525



MINI-SPLITS 
SINGLE-ZONE 

HYPERTEK 
MULTI-ZONE

REDEFINE INDOOR COMFORT WITH 
MAXIMUM EFFICIENCY, CONTROL, FLEXIBILITY & CHOICE

FU
LL

 REPLACEMENT

WA RR A NTY

30 MONTH

COMPRESSOR

WA RR A NTY

7 YEAR
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2PAMSH09A-
SZW-17

2PAMSH12A-
SZW-17.2

2PAMSH09B-
SZW-17

2PAMSH12B-
SZW-17.5

2PAMSH18B-
SZW-17.7

2PAMSH24B-
SZW-17

2PAMSH30B-
SZW-18

2PAMSH36B-
SZW-16
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IT AIR FLOW (CFM) (Hi/Mi/Lo) 247/176/129 294/211/141 247/182/124 294/206/141 388/265/224 589/459/353 795/618/471 853/647/471

FAN SPEEDS (R/Min.) (Hi/Mi/Lo) 1050/850/650 1050/850/650 1050/850/650 1050/850/650 1100/800/650 1100/900/700 1200/1050/950 1200/1050/750

SOUND LEVEL (dBA) (Hi/Lo) 39/24.5 40.5/24 36/23 40.5/25 45/29 45.5/33 52.5/44.5 54.5/38.5

UNIT DIMENSIONS
WIDTH (in.) 287/16 319/16 287/16 319/16 38 421/2 499/16 499/16

HEIGHT (in.) 117/16 1111/16 117/16 1111/16 129/16 133/16 141/4 141/4

DEPTH (in.) 73/8 77/16 73/8 77/16 87/16 87/8 111/8 111/8

NET WT./SHIPPING WT. (lbs.) 17/21 19/23 17/21 19/23 26/34 29/37 43/56 43/56

Single-zone ductless mini-split systems 
provide maximum comfort, efficiency and 
control for single space environments. 
Perfect Aire offers single-zone split systems 
from 9,000 BTU (3/4 ton) up to 36,000 BTU 
(3 ton) systems for use as primary cooling 
or heating sources—or as supplemental 
solutions to more challenging applications 

SINGLE-ZONE MINI-SPLIT 
17 SEER

2PAMSH09A-
SZO-17

2PAMSH12A-
SZO-17.2

2PAMSH09B-
SZO-17

2PAMSH12B-
SZO-17.5

2PAMSH18B-
SZO-17.7

2PAMSH24B-
SZO-17

2PAMSH30B-
SZO-18

2PAMSH36B-
SZO-16
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IT ELECTRICAL DATA
MAIN POWER CONNECTION Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit

MINIMUM CIRCUIT AMPACITY (A) 15 15 15 15 15 18 20 25

MAX. FUSE (A) 20 20 15 15 20 25 30 35

MIN. IN/OUTDOOR CONNECT CABLE 16AWG x 4 (Stranded, unshielded)

LINE SETS O.D. 
LIQUID CONNECTION (Flare) (in.) 1/4 1/4 1/4 1/4 1/4 3/8 3/8 3/8

SUCTION CONNECTION (Flare) (in.) 3/8 1/2 3/8 1/2 1/2 5/8 5/8 5/8

MAX. LINE SET LENGTH (ft.) 82 82 82 82 98 98 164 213

MAX. ELEVATION (Indoor/Outdoor) (ft.) 33 33 33 33 66 66 82 98

UNIT DIMENSIONS
WIDTH (in.) 305/16 305/16 305/16 305/16 311/2 331/4 371/4 371/4

HEIGHT (in.) 217/8 217/8 217/8 217/8 2113/16 275/8 317/8 317/8

DEPTH (in.) 1113/16 1113/16 1113/16 1113/16 131/8 145/16 169/16 169/16

NET WT./SHIPPING WT. (lbs.) 64/69 65/71 64/69 65/71 81/87 137/147 138/148 143/153

2PAMSH09A- 
17

2PAMSH12A- 
17.2

2PAMSH09B- 
17

2PAMSH12B- 
17.5

2PAMSH18B- 
17.7

2PAMSH24B- 
17

2PAMSH30B- 
18

2PAMSH36B- 
16

FU
LL

 S
YS

TE
M POWE R SUPPLY (V) 115 115 208-230 208-230 208-230 208-230 208-230 208-230

COOLING CAPACITY (BTU/h) 9,000 12,000  9,000 12,000 18,000 24,000 30,000 36,000

HEATING CAPACITY (BTU/h) 9,500 12,000  9,800 11,800 18,000 25,000 30,000 36,000

RATED CURRENT (A) 6.8 10.4 6.8 4.8 7.2 11.2 12.5 18.5

SEER/EER (Btu/W) 17/11.5 17.2/10.5 17/11.5 17.5/11 17.7/11 16/9.5 18/10.5 16/8.5

HSPF4/HSPF5 (Btu/W) 9/ 7.6 9/ 7.5 9/ 7.3 9/ 7.5 9.8/ 8.2 9/ 7.2 9.6/ 8.1 10/ 8.4

DEHUMIDIFICATION (pts./Hr.) 2.1 2.5 2.1 2.5 4.2 5.0 7.0 8.5

RATED CURRENT (A) 8.0 9.9 4.0 4.5 8.5 10.7 13.5 16.7

MODEL NUMBER KEY (Example: 2PAMSH12A-SZ0-17)

2 = Generation 12 = Btu Rating x 1,000 A = 115V  SZO = Single-Zone Outdoor Unit 17 = SEER Rating

PAMS = Perfect Aire Mini-Split H = Heat Pump B = 230V SZW = Single-Zone Wall Unit

O
UT

D
O

O
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G

H 
W
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L

INVERTER TECHNOLOGY  
To control room temperatures and maintain desired settings, 
the inverter compressor only uses energy required rather than 
full power like a standard compressor. Once it turns on and 
reaches desired setting, the inverter compressor will remain at 
that setting until more supply is needed. This prevents the unit 
from turning on and off frequently and uses different rotation 
speed to save energy and operate more quietly than 
standard compressors.

FLEXIBILITY OF MULTI-DESIGN SYSTEMS  
Single-zone ductless mini-split systems 
provide the option to customize indoor 
comfort in a single space environment.
See page 3 for details.

INVERTER TECHNOLOGY VS. STANDARD COMPRESSOR

MULTI-ZONE
FLEXIBILITY OF MULTI-ZONE SYSTEMS  
• Available In multiple configurations and capacities
• Up to 5 rooms can operate at different temperatures 
 for comfort and efficiency
See page 6 and 7 for details.

HYPERTEK
COLD CLIMATE CONTROL 
New HyperTek heating allows operation at 
colder temperatures than previous models. Low 
temperature heating has been extended to -13°F 
with up to 90% capacity, and maximum operational 
heating down to -22°F.
See page 4 and 5 for details.

NON-INVERTER
COMPRESSOR

HYPERTEK
PERFORMANCE

STANDARD INVERTER
PERFORMANCE

The 2PAMSDH is designed for concealed applications within 
the ceiling, horizontal ducted units provide comfort, 
system flexibility and efficiency.

SINGLE-ZONE
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MODEL NUMBER KEY 
(Example: 2PAMSH12A-SZ0-17)

2 = Generation

PAMS = Perfect Aire Mini-Split

HH = HyperTek Heat Pump

12 = BTU Rating x 1,000

A = 115V  

B = 230V

SZO = Single-Zone Outdoor Unit

SZW = Single-Zone Wall Unit

17 = SEER Rating

HYPERTEK VS. REGULAR SYSTEMS 
HIGH CAPACITY IN LOW TEMPERATURE

2PAMSCONH09 2PAMSCONH12

CO
N

SO
LE POWER SUPPLY (V,Hz,Ph) 208-230,60,1 208-230,60,1

COOLING CAPACITY (Btu/h) 8,500 12,000

HEATING CAPACITY (Btu/h) 10,000 12,000

SEER/EER (Btu/W) 20/12.5 19.4/ 12.5

HSPF4/HSPF5 (Btu/W) 11.6/ 10.0 10.5/ 9.2

DEHUMIDIFICATION (pts./Hr.) 1.69 2.96 

INDOOR AIR FLOW (CFM) (Hi/Mi/Lo) 384/325/252 414/361/267

INDOOR NOISE LEVEL dB(A) (Hi/Mi/Lo) 45/41/35 45/41/35

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 279/16 x 81/4 x 235/8 279/16 x 81/4 x 235/8

NET WT./SHIPPING WT. (lbs.) 29.76/40.12 33.95/44.31

2PAMSFCH18

FL
O

O
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/ C
EI
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N

G POWER SUPPLY (V,Hz,Ph) 208-230,60,1

COOLING CAPACITY (Btu/h) 17,000

HEATING CAPACITY (Btu/h) 18,000

SEER/EER (Btu/W) 19.9/12.5

HSPF4/HSPF5 10.6/9.2

DEHUMIDIFICATION (pts./Hr.) 2.96

INDOOR AIR FLOW 
(Hi/Mi/Lo) (CFM)

666/595/525

INDOOR NOISE LEVEL 
dB(A) (Hi/Mi/Lo)

47/44/39

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 421/16 x 91/4 x 265/8

NET WT./SHIPPING WT. (lbs.) 55.12/65.48

2PAMSDH12 2PAMSDH18 2PAMSDH24

D
U
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N
IT POWER SUPPLY (V,Hz,Ph) 208-230,60,1 208-230,60,1 208-230,60,1

COOLING CAPACITY (Btu/h) 11500 16500 24000

HEATING CAPACITY (Btu/h) 12000 18000 24000

SEER/EER (Btu/W) 19/ 12.5 19.6/12.5 20.5/12.5

HSPF4/HSPF5 (Btu/W) 10.5/9.1 10.5/9.1 11.5/9.8

CONTROL TYPE Wired Control Wired Control Wired Control

INDOOR AIR FLOW (CFM) (Hi/Mi/Lo) 370/320/260 520/430/360 820/620/520

INDOOR NOISE LEVEL dB(A) (Hi/Mi/Lo) 40/38/33 36/34/30 50/46/45

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 279/16 x 81/4 x 25 361/4 x 81/4 x 25 361/4 x 105/8 x 25

NET WT./SHIPPING WT. (lbs.) 39.68/49.38 50.71/60.63 57.32/68.34

HYPERTEK MINI-SPLITS

2PAMSCH12 2PAMSCH18 2PAMSCH24

C
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ET
TE POWER SUPPLY (V,Hz,Ph) 208-230,60,1 208-230,60,1 208-230,60,1

COOLING CAPACITY (Btu/h) 12,000 16,000 24000

HEATING CAPACITY (Btu/h) 12,000 18,000 24000

SEER/EER (Btu/W) 19.5/12.5 20/12.5 20/11

HSPF4/HSPF5 (Btu/W) 10.6/9.2 10.5/9.1 11.5/10

DEHUMIDIFICATION (pts./Hr.) 3/80 5.49 5.49

INDOOR AIR FLOW (CFM) (Hi/Mi/Lo) 380/324/279 520/449/406 878/761/625

INDOOR NOISE LEVEL dB(A) (Hi/Mi/Lo) 42/38/33 44/40/38 52/50/47

UNIT DIMENSIONS

BODY (WxHxD) (in.) 227/16 x 101/4 x 227/16 227/16 x 101/4 x 227/16 331/16 x 81/16  x 331/16

PANEL (WxHxD) (in.) 251/2 x 2 x 251/2 251/2 x 2 x 251/2 373/8 x 23/16 x 373/8

NET WT./SHIPPING WT.

BODY (lbs.) 35.27/41 35.49/41.23 46.3/54.23

PANEL (lbs.) 5.51/9.92 5.51/9.92 11.02/17.64

CO
N

SO
LE

1PAMSHH09-
SZO-25

1PAMSHH12-
SZ0-22.5

1PAMSHH18-
SZO-22.5

1PAMSHH24-
SZO-20.5

O
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IT ELECTRICAL DATA

MAIN POWER CONNECTION Outdoor Unit: 208-230V, 60Hz, 1Ph

MINIMUM CIRCUIT AMPACITY (A) 9 9 18 20

MAX. FUSE (A) 15 15 25 30

MIN. IN/OUTDOOR CONNECT CABLE 16AWG x 4 (Stranded, unshielded)

LINE SETS O.D.

LIQUID CONNECTION (Flare) (in.) 1/4 1/4 1/4 3/8

SUCTION CONNECTION (Flare) (in.) 3/8 1/2 1/2 5/8

MAX. LINE SET LENGTH (ft.) 82 82 98 164

MAX. ELEVATION 
(Indoor/Outdoor) (ft.)

33 33 66 82

REFRIGERANT CHARGE (R-410A)

FACTORY PRE-CHARGE (ft.) 25 25 25 25

ADDITIONAL REFRIGERANT (oz./ft.) 0.161 0.161 0.161 0.322

UNIT DIMENSIONS 

UNIT DIMENSIONS (WxHxD) (in.) 311/2 x 2113/16 x 131/8 311/2 x 2113/16 x 131/8 33 x 28 x 14 371/4 x 317/8 x 161/8

NET WT./SHIPPING WT. (lbs.) 88.2/93.7 88.2/93.7 108/115 135.58/148.81

1PAMSHH09- 
SZW-25

1PAMSHH12- 
SZW-22.5

1PAMSHH18- 
SZW-22.5

1PAMSHH24- 
SZW-20.5

H
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IT AIR FLOW (CFM) (Hi/Mi/Lo) 418/324/247 418/324/247 365/271/156 794/647/500

FAN SPEEDS (Cool/Heat/Fan) 3/3/3 3/3/3 3/3/3 3/3/3

SOUND LEVEL dB(A) (Hi/Mi/Lo) 42/33/24.5 43/36/24 45/39.5/29.5 47.5/44/36.5

UNIT DIMENSIONS 

UNIT DIMENSIONS (WxHxD) (in.) 327/8 x 11 x 713/16 327/8 x 11 x 713/16 39 x 123/8 x 89/16 4611/16 x 133/8 x 103/16

NET WT./SHIPPING WT. (lbs.) 19.84/25.35 19.84/26.68 27/36 40.12/50.26

1PAMSHH09- 
25

1PAMSHH12- 
22.5

1PAMSHH18- 
22.5

1PAMSHH24- 
20.5

FU
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LL POWER SUPPLY (V) 208-230 208-230 208-230 208/230

COOLING CAPACITY (Btu/h) 9,000 12,000 16,000 24,000

RATED CURRENT COOLING (A) 2.7 4.20 5.35 8.4

HEATING CAPACITY (Btu/h) 10,900 11,800 17,000 24,000

RATED CURRENT HEATING (A) 3.63 4.24 6.02 10.9

SEER/EER (Btu/W) 25/14.5 22.5/13 22.5/13 20.5/13

HSPF4/HSPF5 (Btu/W) 11.20/9 12/9.9 11/9 11.5/9.6

DEHUMIDIFICATION (pts./Hr.) 2.32 2.75 3.59 5.49

Pair any choice of Perfect Aire® multi-design indoor air handlers with our high-efficiency, 
inverter-driven, single-zone condenser to meet individual aesthetics and climate needs. 
No matter the weather challenge, keep comfortable with cooling and HyperTek heating 
that deliver high performance at both ends of the personal comfort spectrum with an 
operational temperature range from -22°F to 122°F and energy star certification.

HYPERTEK MINI-SPLIT
HIGH EFFICIENCY & HEAT CAPACITY 
UP TO 25 SEER
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2PAMSCH12 2PAMSCH18 2PAMSCH24

C
EI
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N

G
 C

A
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ET
TE COOLING CAPACITY (Btu/h) 12,000 18,000 24,000

HEATING CAPACITY (Btu/h) 12,000 18,000 24,000

DEHUMIDIFICATION (pts./Hr.) 2.96 3/80 5.49

AIR FLOW (CFM) 338288/248 562/485/439 820/740/590

SOUND LEVEL dB(A) (Hi/Mi/Lo) 41/38/35 46/43/41 51/47/43

LINE SETS O.D. 

LIQUID CONN. (Flare) (in.) 1/4 1/4 3/8

SUCTION CONN. (Flare) (in.) 1/2 1/2 5/8

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 227/16 x 101/4 x 227/16 227/16 x 101/4 x 227/16 331/16 x 81/16 x 331/16

NET WT./SHIPPING WT. (lbs.) 35/42 40/46 45/53

2PAMSCONH09 2PAMSCONH12

CO
N

SO
LE COOLING CAPACITY (BTU/h) 9,000 12,000

HEATING CAPACITY (BTU/h) 9,000 12,000

DEHUMIDIFICATION (pts./Hr.) 1.69 2.96

AIR FLOW (CFM) 374/342/289 365/318/248

SOUND LEVEL dB(A) (Hi/Mi/Lo) 45/41/35 45/41/35

LINE SETS O.D. 

LIQUID CONNECTION (Flare) (in.) 1/4 1/4

SUCTION CONNECTION (Flare) (in.) 3/8 1/2

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 279/16 x 235/8 x 81/4 279/16 x 235/8 x 81/4

NET WT./SHIPPING WT. (lbs.) 32.41/42.77 32.41/42.77

2PAMSDH-09 2PAMSDH12 2PAMSDH18 2PAMSDH24

D
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D
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N
IT COOLING CAPACITY (Btu/h) 9,000 12,000 18,000 24,000

DEHUMIDIFICATION (pts./Hr.) 1.69 2.96 3.80 5.49

INDOOR AIR FLOW (CFM) (Hi/Mi/Lo) 335/290/240 370/320/260 520/430/360 820/620/520

SOUND LEVEL dB(A) (Hi/Mi/Lo) 39/37/33 40/38/33 36/34/30 50/46/45

CONTROLLER Wired Wired Wired Wired

LINE SETS O.D. 

LIQUID CONNECTION (Flare) (in.) 1/4 1/4 1/4 3/8

SUCTION CONNECTION (Flare) (in.) 3/8 1/2 1/2 5/8

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.)       279/16 x 25 x 81/4 279/16 x 25 x 81/4 361/4 x 25 x 81/4 361/4 x 25 x 105/8

NET WT./SHIPPING WT. (lbs.) 40/50 40/50 51/64 57/68

2PAMSFCH18

FL
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G COOLING CAPACITY (Btu/h) 18,000

HEATING CAPACITY (Btu/h) 18,000

DEHUMIDIFICATION (pts./Hr.) 3.80

AIR FLOW (CFM) 666/595/525

SOUND LEVEL dB(A) (Hi/Mi/Lo) 47/44/39

LINE SETS O.D. 

LIQUID CONNECTION (Flare) (in.) 1/4

SUCTION CONNECTION (Flare) (in.) 1/2

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.)       421/16 x 269/16 x 125/16

NET WT./SHIPPING WT. (lbs.) 55/66

MULTI-ZONE MINI-SPLITS

  

Multi-Zone Mini-Splits allow cooling or heating more than one room 
by zoning areas of a home, office, etc. Each system uses one outdoor 
condenser/compressor unit connected to up to five indoor air handlers. 
Each indoor unit is independently controlled. They are ideal for 
hospitals, nursing homes, dormitories, apartments or anywhere 
individual temperature settings are desired.

MULTI-ZONE MINI-SPLIT 
GENERATION II - UP TO 22.5 SEER

 

2PAMSH09-MZW 2PAMSH12-MZW 2PAMSH18-MZW
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POWER SUPPLY (V,Hz,Ph) 208-230,60,1 230,60,1 230,60,1

COOLING CAPACITY (BTU/h) 9,000 12,000 18,000

HEATING CAPACITY (BTU/h) 10,000 12,700 19,200

DEHUMIDIFICATION (pts./Hr.) 2.11 2.54 3.80

LIQUID CONNECTION (Flare) (in.) 1/4 1/4 1/4

SUCTION CONNECTION (Flare) (in.) 3/8 1/2 1/2

INDOOR UNIT

AIR FLOW (CFM) (Hi/Mi/Lo) 264/205/141 306/212/147 559/365/306

FAN SPEEDS (Cool/Heat/Fan) 3/3/3 3/3/3 3/3/3

SOUND LEVEL dB(A) (Hi/Mi/Lo) 39/31/24.5 39/31/25 45.5/40/34.5

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.) 319/16 x 1111/16 x 77/16 319/16 x 1111/16 x 77/16 421/2 x 133/16 x 87/8

NET WT./SHIPPING WT. (lbs.) 18/22 18/22 29/37

MODEL NUMBER KEY 
(Example: 2PAMSH27-MZO3)

2 = Generation

PAMS = Perfect Aire Mini-Split

C = Cassette

D = Ducted

H = Heat Pump

27 = BTU Rating x 1,000

MZO = Multi-Zone Outdoor

MZW = Multi-Zone High Wall

CON = Console

FC = Floor/Ceiling

3 = Number of Zones

P = Panel For Cassette

2PAMSH18-MZO2 2PAMSH27-MZO3 2PAMSH36-MZO4 2PAMSH48-MZO5

O
U
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O
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IT POWER SUPPLY (V,Hz,Ph) 208-230,60,1 208-230,60,1 208-230,60,1 208-230,60,1

COOLING CAPACITY (Btu/h) 17,000 27,000 36,000 48,000

HEATING CAPACITY (Btu/h) 18,000 28,000 36,000 48,000

SEER/EER (Btu/W) 21.3/12.5 22/12 22.5/10.9 21.5/11.6

HSPF4/HSPF5 (Btu/W) 10/8.6 9.8/8 10.3/9 10.4/8.6

LINE SET LENGTH (ft.) 
(Each Indoor Unit/Total System)

82/131 98/197 115/262 115/262

MAX. ELEVATION (Indoor/Outdoor) (ft.) 49 49 49 49

MAX. ELEVATION (Indoor Units) (ft.) 33 33 33 33

ELECTRICAL DATA

MAIN POWER CONNECTION Outdoor Unit Outdoor Unit Outdoor Unit Outdoor Unit

MINIMUM CIRCUIT AMPACITY (A) 18 25 30 35

MAX. FUSE (A) 25 35 45 50

MIN. IN/OUTDOOR CONNECT CABLE 16AWG x 4 (Stranded, unshielded)

OUTDOOR CONNECTIONS

LIQUID CONNECTION (Flare) (in.) 2 x 1/4 3 x 1/4 4 x 1/4 5 x 1/4

SUCTION CONNECTION (Flare) (in.) 2 x 3/8 3 x 3/8 3 x 3/8 + 1 x 1/2 3 x 3/8 + 2 x 1/2

REFRIGERANT CHARGE (R-410A)

ADDITIONAL REFRIGERANT (oz./ft.) 0.161 0.161 0.161 0.32

UNIT DIMENSIONS

UNIT DIMENSIONS (WxHxD) (in.)       331/4 x 275/8 x 145/16 371/4 x 317/8 x 161/8 371/4 x 317/8 x 161/8 371/2 x 521/2 x 165/16

NET WT./SHIPPING WT. (lbs.) 150/161 150/161 157/168 224/255

O
UT

D
O

O
R

HI
G

H 
W

AL
L 

CE
IL

IN
G

CA
SS

ET
TE

D
UC

TE
D

FL
O

O
R 

/ C
EI

LI
N

G

CO
N

SO
LE



Warranty covers all defects in workmanship and the 
internal parts contained in this system for a period 
of 30 months from the date of purchase from 
distributor. Warranty covers the original purchaser 
of this product only. You must have your original 
invoice in order to obtain your warranty. Perfect 
Aire will replace any part, or, at its discretion, unit 
found to be defective in material or workmanship 
through a 30 month exchange for the same 
make and model. This is a one-time replacement 
warranty. The defective unit must be returned to 
the original place of purchase.*

The compressor is warranted for a total period of 7 years to the original end-user of 
this system. For a period of 7 years from the date of installation, if the compressor 
should prove defective due to workmanship and/or material, Perfect Aire will 
replace the defective compressor without charge. Replacement compressors are 
warranted for the remainder of this 7 year warranty period. Compressors used for 
replacement shall be of like kind and quality and may be new or remanufactured. 
Defective compressors must be made available to Perfect Aire in exchange for the 
replacement compressor and become the property of Perfect Aire.

*Dealer policy may override manufacturer’s exchange warranty. 
 Contact your store for details. 
 See full warranty for complete details.

www.perfectaire.us 
support@perfectaire.us     

PA/MiniSplit-Brochure/03282017

866.996.9255
630.323.2301

5401 Dansher Road
Countryside, IL 60525

COMFORT RELIABILITY

PERFECT AIRE MINI-SPLIT SYSTEMS ARE DESIGNED TO PROVIDE COMFORT, 
ENERGY EFFICIENCY, CONVENIENCE, RELIABILITY AND AIR QUALITY.

CONVENIENCE

AIR QUALITY

FOLLOW ME OPTION 
Remote control with built-in room temperature sensor 
regulates room temperature around remote—allowing 
remote to become the thermostat

FOLLOW ME

SILVER ION FILTER 
Nano Silver attached to filter releases Silver Ion 
to kill or deactivate bacteria

SILVER ION FILTER

AUTO DEFROSTING
Evaporator automatically defrosts prolonging 
product life and improving energy savings

SELF-DIAGNOSTIC FUNCTION
Allows unit to detect abnormal operations or part 
failures, display an error code on the indoor unit, 
and switch off automatically to protect the system

LOW AMBIENT KIT 
With a special built-in kit the air conditioner can be 
used in temperatures as low as 5°F for cooling

REFRIGERANT LEAKAGE DETECTION 
Displays EC error 
code on indoor unit 
if outdoor unit 
detects a refrigerant 
leak condition

Refrigerent Leak
Detection

LOW AMBIENT KIT

360° AIR FLOW PANEL 
Provides equal, fast and wide-range 
cooling in all directions

Heat Pump

HEAT PUMP
• Provides year round comfort allowing unit 
 to reverse refrigerant process in cold weather, 
 by extracting outside heat and transferring inside
• Excellent for house additions without forced air  
 heating systems or where ductwork is not possible

TURBO OPERATION 
Unit maximizes cooling or heating output 
capacity, to attain desired temperature 
in the shortest amount of time

TURBO OPERATION

360° AIRE
FLOW PANEL

ANTI-COLD-AIR
Prevents cold air from blowing out at the beginning 
of operation by automatically regulating fan speed 
according to temperature

ANTI-COLD-AIR
(HEAT PUMP ONLY)

ENERGY SAVING

HYDROPHILIC ALUMINUM FIN 
• Improves indoor unit cooling efficiency by  
 enabling unrestricted flow of condensate  
 water between aluminum fins
• Improves outdoor unit heating efficiency by 
 accelerating defrosting process

GOLDEN FIN 
Anticorrosive coating on indoor and outdoor 
units withstands salty air, rain and other corrosive 
elements while improving heating efficiency by 
accelerating defrosting process

SLEEP MODE
Unit automatically increases (cooling) or 
decreases (heating) 2°F/hour for first 2 hours, 
and holds steady for next 5 hours before 
switching off and returning to preset temperature 
for both energy savings and comfort

GOLDEN FIN

HYDROPHILIC
ALUMINUM FIN

SLEEP MODE

FU
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MINI-SPLIT WARRANTY



PTACS
PACKAGED TERMINAL AIR CONDITIONERS

 
SLEEK DESIGN & QUALITY PERFORMANCE

FOR YOUR NEW CONSTRUCTION OR RETROFIT PROJECTS 
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OUR FULL RANGE  
OF PACKAGED TERMINAL 
AIR CONDITIONERS
combine an Energy Efficiency Ration (EER) 
as high as 11.9, AHRI certification and UL 
listing. With multiple heating and cooling 
temperature range options, facility owners 
can optimize user comfort while reducing 
energy consumption.

WELCOME TO YOUR  
PERFECT AIRE® PTAC SOLUTION.

PTAC FEATURES
•  Sleek Design

•  Easy Operation
•  Energy Efficient
•  Quality Performance

•  Low Profile Footprint
•  Non-Ozone Depleting  
   Refrigerants

MODEL NUMBER KEY (Example: 1PTC12A-5.0) 

1 = Generation 1 H OR C = Heat Pump or A/C A OR B = Power Supply A = 208/230V B = 265V

PT = Packaged Terminal AC 07, 09, 12, OR 15 = Btu Rating 3.5 OR 5.0 = kW (Electric Heat Assist)

1PTC07A-3.5 1PTC09A-3.5 1PTC12A-3.5 1PTC12A-5.0 1PTC15A-3.5 1PTC15A-5.0

20
8/

23
0V

 C
O

O
LI

N
G

 O
N

LY UPC 8-4219-02430-7 8-42149-02431-4 8-42149-02432-1 8-42149-02433-8 8-42149-02434-5 8-42149-02435-2

POWER SUPPLY (V,Hz,Ph) 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1

COOLING

CAPACITY (Btu/h)                     7,300/7,100 9,200/9,000 12,000/11,800 12,000/11,800 14,700/14,500 14,700/14,500

INPUT (W)    613/596 814/796 1,121/1,102 1,121/1,102 1,547/1,526 1,547/1,526

Current (A) 2.7/2.88 3.54/3.83 4.88/5.3 4.88/5.3 6.73/7.34 6.73/7.34

EER (Btu/h)(W) 11.9 11.3 10.7 10.7 9.5 9.5

HEATING (PTC)

CAPACITY (Btu/h) 10,900/8,900 10,900/8,900 10,900/8,900 15,000/12,200 10,900/8,900 15,000/12,200

INPUT (W) 3,519/2,850 3,519/2,850 3,519/2,850 4,769/3,953 3,519/2,850 4,769/3,953

CURRENT (A) 15.3/13.7 15.3/13.7 15.3/13.7 22/19.7 15.3/13.7 22/19.7

MOISTURE REMOVAL (L/h) 0.8 1 1.2 1.2 1.5 1.5

AIRFLOW (CFM) (Hi/Mi/Lo) 417/405/382 435/417/394 405/394/382 405/394/382 388/376/364 388/376/364

INDOOR NOISE LEVEL 
 dB(A) (Hi/Mi/Lo)

50/48/46 50/48/46 52/49/46 52/49/46 53/50/45 53/50/45

OUTDOOR NOISE LEVEL dB(A) (Hi) 61 63 66 66 66 66

WEIGHT (Net/Gross) (lbs.) 99.2/123.5 104.7/130.1 115.7/141.1 115.7/141.1 117.9/143.3 117.9/143.3

PLUG TYPE (A) 20 20 20 30 20 30

1PTH07A-3.5 1PTH09A-3.5 1PTH12A-3.5 1PTH12A-5.0 1PTH15A-3.5 1PTH15A-5.0

20
8/

23
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PU

M
P UPC 8-42149-02436-9 8-42149-02437-6 8-42149-02438-3 8-42149-02439-0 8-42149-02440-6 8-42149-02441-3

POWER SUPPLY (V,Hz,Ph) 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1 230-208,60,1

COOLING

CAPACITY (Btu/h) 7,200/6,800 9,000/8,800 12,000/11,800 12,000/11,800 14,700/14,500 14,700/14,500

INPUT (W) 610/576 796/778 1,142/1124 1,142/1,124 1,531/1,510 1,531/1,510

CURRENT (A) 2.65/2.75 3.46/3.75 4.97/5.4 4.97/5.4 6.66/7.26 6.87/7.5

EER (Btu/h)(W) 11.9 11.3 10.5 10.5 9.6 9.6

HEATING
(Heat Pump)

CAPACITY (Btu/h) 6,000/5,800 8,100/7,900 10,800/10,500 10,800/10,500 13,500/13,200 13,500/13,200

INPUT (W) 517/500 716/699 990/963 990/963 1323/1294 1,323/1,294

CURRENT (A) 2.25/2.41 3.04/3.28 4.3/4.63 4.3/4.63 5.74/6.2 5.74/6.2

COP (W/W) 3.4 3.4 3.2 3.2 3 3

HEATING (PTC)

CAPACITY (Btu/h) 10,900/8,900 10,900/8,900 10,900/8,900 15,000/12,200 10,900/8,900 15,000/12,200

INPUT (W) 3,519/2,850 3,519/2,850 3,519/2,850 4,769/3,953 3,519/2,850 4,769/3,953

CURRENT (A) 15.3/13.7 15.3/13.7 15.3/13.7 22/19.7 15.3/13.7 22/19.7

MOISTURE REMOVAL (L/h) 0.8 1 1.2 1.2 1.5 1.5

AIRFLOW (CFM) (Hi/Mi/Lo) 429/405/370 435/417/394 435/423/411 435/423/411 423/405/394 423/405/394

INDOOR NOISE LEVEL  
dB(A) (Hi/Mi/Lo)

50/48/46 50/48/46 53/50/45 53/50/45 53/50/45 53/50/45

OUTDOOR NOISE LEVEL dB(A) (Hi) 61 61 66 66 66 66

WEIGHT (Net/Gross) (lbs.) 101.4/126.8 106.9/132.3 117.9/143.3 117.9/143.3 120/145.5 120/145.5

PLUG TYPE (A) 20 20 20 30 20 30

AUTOMATIC QUICK WARM-UP 
(HEAT PUMP MODELS ONLY) 
If the room temperature 
falls below the SET POINT 

temperature by approximately 8° F/ 4.5° C 
the reverse cycle heat is shut off and 
electric strip heat is turned on for 
one cycle until heating is within 
set point range

COMFORT

CONVENIENCE

Automatic Quick
Warm-Up

(Heat Pump Models Only)

MEMORY FUNCTION  
If power is interrupted or lost 
during operation, all function 
settings at the time of power 

loss will be remembered and unit will 
return to previous settings when 
power is restored

ENERGY SAVING
ATOMIZED CONDENSATE 
DISPERSION 
Cooling efficiencies are 
increased through rapid 

evaporation as the fan blade throws 
water onto the outdoor condenser coil 
removing condensation

GOLDEN FIN 
Anticorrosive condenser coating 
withstands salty air, rain and 
other corrosive elements 

while improving heating efficiency by 
accelerating defrosting process

GOLDEN FIN

Atomized Condensate
Dispersion

RELIABILITY
COMPRESSOR RESTART DELAY 
Extends overall compressor 
life by providing a minimum 
three-minute delay allowing 

equalization of refrigerant pressures and 
optimized cycling preventing compressor 
short-cycling

AUTOMATIC EVAPORATOR 
FREEZE PROTECTION 
To keep evaporator from 
freezing if evaporator 

temperature is too low, the compressor 
is automatically switched off and indoor 
fan is switched on—once evaporator 
temperature is normalized this 
function turns off

HIGH TEMPERATURE 
PROTECTION IN 
HEATING OPERATION 
If indoor temperatures are 

too high or there is an error in the indoor 
temperature sensor the compressor and 
(or) Electric Heat Assist will be switched 
off preventing damage

Compressor Restart
Delay

Automatic Evaporator
Freeze Protection

High Temperature
Protection in Heating

Operation

PERFECT AIRE PTACs—ONE OF THE BEST OVERALL VALUES ON THE MARKET— 
PROVIDE COMFORT, ENERGY EFFICIENCY, CONVENIENCE, AND RELIABILITY.



ACCESSORIES
Customize the unit to fit your needs with any of these optional accessories.

STAMPED  
ALUMINUM GRILLE

EXTRUDED  
ARCHITECTURAL GRILLE

CONDENSATE DRAIN KITWIRED THERMOSTAT
Units can be programmed 
to operate with a wired 
wall thermostat. 

WALL SLEEVE
Installation and storage flexibility 
provided by two wall sleeve  
options—standard and foldable.

PERFECT AIRE® HAS THE 
PTAC SOLUTION FOR YOU.

WHETHER YOUR PROJECT IS NEW CONSTRUCTION  
OR A RETROFIT REQUIREMENT, 

AIR DISCHARGE GRILLE

42"

42" 2213/16"
1413/16" 8"

811/16" 17/16"17/16" 53/8"

AIR
INLET

AIR
INLET

CONTROL 
DOOR

GRILLE

2" min 
clearance 

to side 
walls

2" min 
clearance 

to side 
walls

AIR
OUTLET

391/8"
25"

LEFT RIGHT

AIR DISCHARGE GRILLE

Location of external drain holes 
on bottom flange of wall sleeve

Air discharge 
angle is 40°

42"

16"

237/8"

42"

16"

16"

1413/16"

AIR DISCHARGE GRILLE

42"

42" 2213/16"
1413/16" 8"

811/16" 17/16"17/16" 53/8"

AIR
INLET

AIR
INLET

CONTROL 
DOOR

GRILLE

2" min 
clearance 

to side 
walls

2" min 
clearance 

to side 
walls

AIR
OUTLET

391/8"
25"

LEFT RIGHT

AIR DISCHARGE GRILLE

Location of external drain holes 
on bottom flange of wall sleeve

Air discharge 
angle is 40°

42"

16"

237/8"

42"

16"

16"

1413/16"

AIR DISCHARGE GRILLE

42"

42" 2213/16"
1413/16" 8"

811/16" 17/16"17/16" 53/8"

AIR
INLET

AIR
INLET

CONTROL 
DOOR

GRILLE

2" min 
clearance 

to side 
walls

2" min 
clearance 

to side 
walls

AIR
OUTLET

391/8"
25"

LEFT RIGHT

AIR DISCHARGE GRILLE

Location of external drain holes 
on bottom flange of wall sleeve

Air discharge 
angle is 40°

42"

16"

237/8"

42"

16"

16"

1413/16"

UNIT DIMENSIONS

UNIT (WxHxD) (in.)
42 x 26 x 21

UNIT W/SLEEVE (WxHxD) (in.)
42 x 26 x 2213/16

UNIT PACKING (WxHxD) (in.)
45 x 195/16 x 253/8

www.perfectaire.us 
support@perfectaire.us     

PA/PTACbrochure/03172017

866.996.9255
630.323.2301

5401 Dansher Road
Countryside, IL 60525



COMMERCIAL DEHUMIDIFIERS 
150, 200, & 250 PINT MODELS

EXCEPTIONAL ENVIRONMENTAL PROTECTION
FOR YOUR COMMERCIAL SPACE
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Whether you have flooding to clean up or wish to prevent 
moisture-related damage, our commercial dehumidifiers 
quickly and efficiently allow you to reach and maintain 
a healthy level of relative humidity. 

High airflow rates, durable construction, ease of transport, 
and overall coverage area capabilities make these units ideal 
for a variety of businesses such as warehouses, manufacturing 
plants, retail stores, hotel suites, restaurants, and gyms. 

FIXED METAL HANDLE
Angled fixed metal handle is durable and 
easy to use when moving the unit

POLYETHYLENE HOUSING
Created using a rotational melding process, 
the polyethylene housing provides 
relatively lightweight and durable 
exterior ideal for industrial use

EASY-ACCESS SLIDE-OUT WASHABLE FILTER
Reusable filter slides out smoothly from the 
front of unit for washing

EASY-ACCESS PANEL TO PUMP
Easy access water pump for cleaning, 
service or replacement by professional

BUILT-IN DUCT ATTACHMENT RING
Vent hoses (sold separately) can be connected to direct heat 

generated from the dehumidifying process to the outdoors or 
toward a flooded area to assist in water evaporation

25 FT POWER CORD

40 FT HOSE FOR EJECTOR PUMP

HEAVY DUTY “NEVER FLAT” TIRES
 Flexible solid rubber compound tires, 

without carbon black, have a 
heavy-duty plastic center to reduce shaking and 

shock caused by moving the unit 
and will not mark floor

DIGITAL, SOFT-TOUCH CONTROL PAD
• Easy to use soft-touch control pad with digital display 
 includes keys for Purge (P) and Humidity/Time (T), 
 arrow buttons for controlling settings, and indicator 
 lights for purging, defrosting, and running.
• Display panel can show both current working time 
 and total working time of unit.

• Control high humidity levels
• Prevent mold and mildew
• Drastically speed up water clean up
• Operate in extreme temperatures  
 (33ºF−100ºF)

• Protect building structure and contents such as 
 machinery, documents and merchandise from 
 humidity damage
• Exceed domestic dehumidifier capabilities by addressing  
 greater square footage, higher ceilings, and the humidity  
 that accompanies large buildings that may lack a central  
 HVAC system or proper insulation

• Unit automatically defrosts using the quick and 
 effective hot gas bypass system 
• Eco-friendly R410A Refrigerant is chlorine free, allowing  
 for higher system efficiencies, reduced power 
 consumption and increased durability & reliability of  
 the compressor.

1PACD250

1PACD250

WHY USE A DAMP2DRY®  COMMERCIAL DEHUMIDIFIER?

COMMERCIAL DEHUMIDIFIERS 
150, 200, & 250 PINT MODELS

250 PINTS/DAYAT SATURATIONUP TO

STACKABLE OPTION 
For convenient easy storage 
the 1PACD200 is designed 
for stacking 2 high

16 ft. x 63/4 in.

16 ft. x 9 in.

DAMP2DRY® COMMERCIAL DEHUMIDIFIERS FROM PERFECT AIRE® ARE DESIGNED TO FIT A VARIETY OF INDUSTRIAL APPLICATIONS.



COMMERCIAL APPLICATIONS
• Manufacturing, printing, or packing/shipping facility
• Warehouses and records/media storage rooms
• Indoor pools, health clubs, and gymnasiums
• Hospitals & pharmaceutical labs 
• Temporary office or school trailers 
• Computer rooms 
• Supermarkets, restaurants and bakery
• Large plants (water treatment, power, etc.)
• Museums, libraries, and art galleries
• Large basement or attic
• Any area affected by humidity from flooding, 
 water leakage, or natural disasters
• Green houses

1PACD150 2PACD200 1PACD250

FE
AT

U
RE

S UPC 8-42149-02525-0 8-42149-02578-6 8-42149-02610-3

WATER REMOVAL CAPACITY
(90°F, 90% RH)

150 pts./Day
(19 gal./Day)

200 pts./Day
(25 gal./Day)

250 pts./Day
(31.25 gal./Day)

WATER REMOVAL CAPACITY
(80°F, 60% RH)

85 pts./Day
(9.5 gal./Day)

95 pts./Day
(12 gal./Day)

142 pts./Day
(17.75 gal./Day)

POWER SUPPLY 15AMP 115V 15AMP 115V 15AMP 115V

RATED POWER (W) 810 860 1180

RATED CURRENT (A) 7.3 7.5 10.4

AHAM VERIFIED Yes No Yes

DEFROST TYPE Hot Gas Bypass Hot Gas Bypass Hot Gas Bypass

TIMER (hr.) 1–24 1–24 1–24

OPERATING TEMPERATURE 33°F – 100°F 33°F – 100°F 33°F – 100°F

REFRIGERANT R410A R410A R410A

WEIGHT (Net/Gross) (lbs.) 81/90 97/106 137/147

PRODUCT SIZE (WxHxD) (in.) 20 x 32 x 19 21 x 321/2 x 20 21 x 38 x 22

PACKAGE SIZE (WxHxD) (in.) 22 x 34 x 21 23.5 x 35 x 22 2313/16 x 40 x 25

DRAIN HOSE LENGTH (ft.) 40 40 40

WASHABLE AIR FILTER Yes Yes Yes

ESTIMATED WATER REMOVAL CAPACITY

www.perfectaire.us 
support@perfectaire.us     

PA/CommDehumBrochure/03172017

866.996.9255
630.323.2301

5401 Dansher Road
Countryside, IL 60525



AIR CONDITIONER & DEHUMIDIFIER OFFERING  
A COMPREHENSIVE MIX OF PERFORMANCE & EFFICIENCY

PRODUCT CATALOG
DEHUMIDIFIERS

WINDOW AIR CONDITIONERS 
THRU-THE-WALL AIR CONDITIONERS

PORTABLE AIR CONDITIONERS
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1

Perfect Aire products are stylish, consumer friendly and easy to install and 
operate. Most units feature electronic controls, programmable thermostats, 
energy saving modes, and timers. 

We also offer a specially designed display rack for the air conditioner units 
along with point-of-purchase signage.
 
Quality products with unmatched customer service. 

WHEN YOU NEED THE BEST, 

CHOOSING  
THE RIGHT SIZE  

AIR CONDITIONER  
FOR YOUR ROOM

MEASURE AREA OF THE ROOM

CALCULATE ROOM SIZE
room length x room width = sq. ft.

150
250
350
450
550
700

1,000
1,500
2,000

5,000
6,000
8,000

10,000
12,000
15,000
18,000
25,000
28,500

10' x 15'
15.5' x 16'
17.5' x 20'
18' x 25' 
22' x 25'
25' x 28'
31.25' x 32'
37.5' x 40'
40' x 50'

MATCH ROOM SIZE WITH CORRECT BTUs

ROOM SIZE (sq. ft.) BTUs

3 CONFIRM WINDOW OPENING SIZE

MEASURE WINDOW OPENING IN INCHES
for thru-the-wall units, 

confirm & measure wall opening size in inches

CHECK ELECTRICAL REQUIREMENTS

DETERMINE IF YOUR CIRCUIT IS ADEQUATE

OUTLET CONFIGURATIONS

15A-230V

30A-230V

15A-115V

20A-230V

PERFECT AIRE® HAS THE SOLUTION FOR YOU.

FU
LL

 REPLACEMENT
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1 YEAR

DIRECT-TO-DRAIN WASHABLE FILTER NON-ENERGY STAR 3PAD11
UPC CODE 8-42149-02522-9

CAPACITY (pts./Day) 11

COVERAGE (sq. ft.) 500

EER 1.35

ENERGY STAR RATED No

FAN SPEEDS 1

AMPS 1.9

WATTS 200

DECIBELS 42

BUCKET CAPACITY (pts.) 4.86

UNIT DIMENSIONS (WxHxD) (in.) 9 x 15 x 9

PKG. DIMENSIONS (WxHxD) (in.) 11 x 17 x 93/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 910/1900/2300

WEIGHT (Net/Gross) (lbs.) 19/20

MIN. OPERATING TEMP 41ºF

REFRIGERATION R-134A

OUTLET CONFIGURATION
15 AMP 115V

• Direct-to-drain built-in adapter
• Soft touch electronic control panel
• Easy access bucket with handle
• Bucket full indicator
• Handle for easy transport
• Adjustable humidistat
• Washable air filter
• Automatic defrost control
• Auto shut-off/restart

IDEAL FOR SPACES INCLUDING:

11pt. DEHUMIDIFIER FEATURES

ELECTRONIC CONTROLS

• Mobile Homes
• Studio Apartments
• Dorm Rooms 
• Campers/RVs
• Boats

• Crawl Spaces
• Walk-In Closets
• Laundry Rooms
• Bathrooms
• Attics

POWERFUL DEHUMIDIFYING IN A COMPACT PORTABLE PACKAGE
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• Direct-to-drain hose access
• Easy access bucket with handle
• Bucket full indicator
• Adjustable humidistat
• Washable filter
• Automatic defrost control
• Auto shut-off/restart
• Timer function
• Water level window
• Top exhaust
• Check filter light
• Comfort option: Unit controls humidity 
 based on room temperature
• Ion air purifying option

POWERFUL DEHUMIDIFYING WITH COMFORT CONTROLS

95pt. DEHUMIDIFIER FEATURES

ENERGY STAR 4PAD95
UPC CODE 8-42149-02659-2

CAPACITY (pts./Day) 95

COVERAGE (sq. ft.) 6,000

EER 2.8 

ENERGY STAR RATED No

FAN SPEEDS 2

AMPS 6.8

WATTS 680

DECIBELS (Hi/Lo) 58/56

BUCKET CAPACITY (pts.) 21.1

UNIT DIMENSIONS (WxHxD) (in.) 19 x 243/4 x 141/4

PKG. DIMENSIONS (WxHxD) (in.) 201/2 x 253/4 x 161/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 183/381/507

WEIGHT (Net/Gross) (lbs.) 60/63

MIN. OPERATING TEMP 41ºF

REFRIGERATION R410A

OUTLET CONFIGURATION
15 AMP 115V

DIRECT-TO-DRAIN

WASHABLE FILTER

ELECTRONIC CONTROLS

BUCKET W/ HANDLE

ELECTRONIC CONTROLS

ENERGY STAR 4PAD30 4PAD50 4PAD70
UPC CODE 8-42149-02638-7 8-42149-02639-4 8-42149-02640-0

CAPACITY (pts./Day) 30 50 70

COVERAGE (sq. ft.) 1,500 3,000 4,500

EER 2.0 2.0 2.0

ENERGY STAR RATED Yes Yes Yes

FAN SPEEDS 2 2 2

AMPS 2.9 4.7 6.5

WATTS 295 495 690

DECIBELS (Hi/Lo) 54/52 55/54 55/54

BUCKET CAPACITY (pts.) 6.3 12.7 12.7

UNIT DIMENSIONS (WxHxD) (in.) 141/4 x 201/4 x 10 151/2 x 231/4 x 11 151/2 x 231/4 x 11

PKG. DIMENSIONS (WxHxD) (in.) 151/4 x 21 x 111/4 163/4 x 251/4 x 121/4 163/4 x 241/4 x 121/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 488/984/1230 303/624/832 303/624/832

WEIGHT (Net/Gross) (lbs.) 29/31 36/39 40/44

MIN. OPERATING TEMP 41°F 41°F 41°F

REFRIGERATION R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V

• Direct-to-drain hose access
• Easy access bucket with handle
• Bucket full indicator
• Adjustable humidistat
• Washable filter
• Automatic defrost control
• Auto shut-off/restart
• Timer function
• Water level window
• Side exhaust
• Check filter light
• Comfort option: Unit controls humidity 
 based on room temperature

30, 50, 70pt. 
DEHUMIDIFIER FEATURES

WASHABLE FILTER
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NON-ENERGY STAR 4PMC5000
UPC CODE 8-42149-02532-8

COOLING CAPACITY (Btu) 5,000

COVERAGE (sq. ft.) 100 –150

EER 11.1

ENERGY STAR RATED No

FAN SPEEDS (Cool/Fan) 2/2

AMPS 4.0

WATTS 446

DECIBELS (Hi/Lo) 55/51

WINDOW WIDTH (Min./Max.) (in.) 23/36

WINDOW HEIGHT (Min.) (in.) 13

UNIT DIMENSIONS (WxHxD) (in.) 16 x 12 x 151/2

PKG. DIMENSIONS (WxHxD) (in.) 18 x 143/4 x 171/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 389/809/944

WEIGHT (Net/Gross) (lbs.) 40/45

REFRIGERATION R410A

OUTLET CONFIGURATION
15 AMP 115V

• Adjustable temperature settings 
• Slide-out washable filter
• 2-speed rotary dials
• 2-way air direction control
• Window mounting kit

WINDOW AIR CONDITIONING IN ONE EASY SOLUTION

5K BTU 
WINDOW AC FEATURES

ENERGY STAR 1PEDP50 1PEDP70
UPC CODE 8-42149-02636-3 8-42149-02637-0

CAPACITY (pts./Day) 50 70

COVERAGE (sq. ft.) 3,000 4,500

EER 2.0 2.0

ENERGY STAR RATED Yes Yes

FAN SPEEDS 2 2

AMPS 4.7 7.5

WATTS 535 720

DECIBELS (Hi/Lo) 54/53 56/55

BUCKET CAPACITY (pts.) 18.8 18.8

UNIT DIMENSIONS (WxHxD) (in.) 151/2 x 233/4 x 111/4 151/2 x 233/4 x 111/4

PKG. DIMENSIONS (WxHxD) (in.) 163/4 x 241/4 x 121/2 163/4 x 241/4 x 121/2

STUFFING QTY (20ʹ/40ʹ/40ʹ HQ) 303/624/832 303/624/832

WEIGHT (Net/Gross) (lbs.) 38/41 45/49

MIN. OPERATING TEMP 41ºF 41ºF

REFRIGERATION R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V

• Easy access bucket with handle
• Bucket full indicator
• Adjustable humidistat
• Washable filter
• Automatic defrost control
• Auto shut-off/restart
• Timer function
• Water level window
• Side exhaust
• Built-in pump
• Optional Continues 6 foot drainage

50, 70 PINT EJECTOR PUMP
DEHUMIDIFIER FEATURES

DIRECT-TO-DRAIN EJECTOR PUMP

ELECTRONIC CONTROLS

EC
O-

FRIENDLY

REFRIGERA
N

T
BUCKET  |  PUMP  |  GRAVITY

3-WAY
DRAINAGE
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ENERGY STAR NON-ENERGY
STAR

4PAC15000 4PAC18000 4PAC25000 3PNC28000
UPC CODE 8-42149-02551-9 8-42149-02552-6 8-42149-02553-3 8-42149-02462-8

COOLING CAPACITY (Btu) 15,100 18,000/17,700 25,000/24,700 28,000/27,500

COVERAGE (sq. ft.) 550–700 700–1,000 1,400–1,500 1,500–2,000

EER 11.8 11.8 10.3 9.0/9.4

ENERGY STAR RATED Yes Yes Yes No

FAN SPEEDS (Cool/Fan) 3/3 3/3 3/3 3/3

AMPS 11.5 7.0/7.5 10.8/11.8 13.8/15.0

WATTS 1,279 1,525/1,500 2,427/2,398 3,111/2,925

DECIBELS (Hi/Mi/Lo) 56/54/53 60/57/54 63/62/62 63/61/58

WINDOW WIDTH (Min./Max.) (in.) 28/40.5 28/40.5 31/42 31/42

WINDOW HEIGHT (Min.) (in.) 18.5 18.5 19.5 19.5

UNIT DIMENSIONS (WxHxD) (in.) 233/4x 18 x 251/2 233/4 x 18 x 251/2 261/2 x 183/4 x 261/2 261/2 x 183/4 x 261/2

PKG. DIMENSIONS (WxHxD) (in.) 26 x 193/4 x 30 26 x 193/4 x 30 291/2 x 201/2 x 311/2 291/2 x 201/2 x 311/2

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 96/216/270 96/216/270 84/184/225 84/184/225

WEIGHT (Net/Gross) (lbs.) 104/118 114/129 136/151 139/156

REFRIGERATION R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 230V 20 AMP 230V 30 AMP 230V

• Electronic controls
• Full range air direction control
• Temperature output range of   
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Tilt-out filter access

15K, 18K,25K , 28K BTU 
WINDOW AC FEATURES

WINDOW AIR CONDITIONING IN ONE EASY SOLUTION

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

ENERGY STAR 4PAC5000 4PAC6000 4PAC8000
UPC CODE 8-42149-02545-8 8-42149-02546-5 8-42149-02547-2

COOLING CAPACITY (Btu) 5,000 6,000 8,000

COVERAGE (sq. ft.) 100–150 150–250 300–350

EER 12.2 12.2 12.0

ENERGY STAR RATED Yes Yes Yes

FAN SPEEDS (Cool/Fan) 3/3 3/3 3/3

AMPS 3.8 4.5 5.9

WATTS 410 490 666

DECIBELS (Hi/Mi/Lo) 56/53/51 56/54/52 60/59/56

WINDOW WIDTH (Min./Max.) (in.) 23/36 23/36 23/36

WINDOW HEIGHT (Min.) (in.) 13 14 151/2

UNIT DIMENSIONS (WxHxD) (in.) 16 x 12 x 151/2 181/2 x 131/2 x 153/4 181/2 x 131/2 x 171/2

PKG. DIMENSIONS (WxHxD) (in.) 18 x 143/4 x 171/4 22 x 143/4 x 18 221/4 x 143/4 x 191/2

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 389/809/944 312/630/735 260/576/672

WEIGHT (Net/Gross) (lbs.) 42/47 45/52 51/58

REFRIGERATION R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V

4PAC6000 & 4PAC8000

4PAC5000

• Electronic controls
• Full range air direction control  
 (2-way air direction control on 4PAC5000)
• Temperature output range of   
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Tilt-out filter access 
 (Slide-out filter access on 4PAC5000)

5K, 6K, 8K BTU 
WINDOW AC FEATURES

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

ELECTRONIC CONTROLS
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• Electronic controls
• Full range air direction control
• Temperature output range of  
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Tilt-out filter access

SLIDER CASEMENT
WINDOW AC FEATURES

WINDOW AIR CONDITIONING IN ONE EASY SOLUTION

NON-ENERGY STAR 3PASC10000

UPC CODE 8-42149-02422-2

COOLING CAPACITY (Btu) 10,000

COVERAGE (sq. ft.) 400–450

EER 10.4

ENERGY STAR RATED No

FAN SPEEDS (Cool/Fan) 3/3

AMPS 8.5

WATTS 961

DECIBELS (Hi/Mi/Lo) 61/58/56

WINDOW WIDTH (Min./Max.) (in.) 151/2/161/4

WINDOW HEIGHT (Min.) (in.) 211/3 / 391/2

UNIT DIMENSIONS (WxHxD) (in.) 143/4 x 21 x 231/2

PKG. DIMENSIONS (WxHxD) (in.) 181/2 x 231/4 x 263/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 164/344/344

WEIGHT (Net/Gross) (lbs.) 72/84

REFRIGERATION R410A

OUTLET CONFIGURATION
15 AMP 115V

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

• Electronic controls
• Full range air direction control
• Temperature output range of  
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Slide-out filter access

10K, 12K BTU 
WINDOW AC FEATURES

ENERGY STAR 5PAC10000 5PAC12000
UPC CODE 8-42149-02557-1 8-42149-02558-8

COOLING CAPACITY (Btu) 10,000 12,000

COVERAGE (sq. ft.) 400–450 450–550

EER 12.0 12.0

ENERGY STAR RATED Yes Yes

FAN SPEEDS (Cool/Fan) 3/3 3/3

AMPS 7.5 8.7

WATTS 833 1000

DECIBELS (Hi/Mi/Lo) 59/58/54 60/57/54

WINDOW WIDTH (Min./Max.) (in.) 23/36 23/36

WINDOW HEIGHT (Min.) (in.) 15.5 15.5

UNIT DIMENSIONS (WxHxD) (in.) 19 x 143/4 x 221/4 19 x 143/4 x 221/4

PKG. DIMENSIONS (WxHxD) (in.) 221/4 x 17 x 241/4 221/4 x 17 x 241/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 185/390/467 185/390/467

WEIGHT (Net/Gross) (lbs.) 63/72 70/79

REFRIGERATION R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V

STYLISH FLAT PANEL DESIGN

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME



W
IN

D
O

W
 A

C
s W

ITH
 ELEC

TRIC
 H

EATER

W
IN

D
O

W
 A

C
s W

ITH
 W

IRELESS SM
A

RT C
O

N
TRO

L

1110

• Electronic controls
• Full range air direction control
• Temperature output range of  
 62°F–86°F (17°C–30°C) 
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Tilt-out filter access

8K, 12K, 18K, 25K BTU 
WINDOW AC FEATURES

WINDOW AIR CONDITIONING IN ONE EASY SOLUTION

NON-ENERGY STAR 3PACH8000 3PACH12000 3PACH18000 3PACH25000
w/ electric heater w/ electric heater w/ electric heater w/ electric heater

UPC CODE 8-42149-02463-5 8-42149-02421-5 8-42149-02426-0 8-42149-02427-7

COOLING CAPACITY (Btu) 8,000 12,000/11,600 18,500/18,200 25,000/24,700

HEATING CAPACITY (Btu) 3,500 11,000/8,500 16,000/13,000 16,000/13,000

COVERAGE (sq. ft.) 300–350 450–550 700–1,000 1,400–1,500

EER 10.9 10.9 10.7 9.4

ENERGY STAR RATED No No No No

FAN SPEEDS (Cool/Fan/Heat) 3/3/1 3/3/1 3/3/1 3/3/1

AMPS (Cool) 6.3 5.0/5.2 7.7/8.3 11.3/12.4

AMPS (Heat) 11.6 16/14.5 22.0/20.0 22.5/20.0

WATTS (Cool) 734 1,100/1,064 1,729/1,701 2,660/2,628

WATTS (Heat) 1,220 3,450/2,821 4,800/3,925 4,800/3,925

DECIBELS (Hi/Mi/Lo) 58/55/52 61/58/55 60/57/54 63/61/58

WINDOW WIDTH (Min./Max.) (in.) 27/36 27/36 27/41 31/42

WINDOW HEIGHT (Min.) (in.) 16.5 16.5 18.5 19.5

UNIT DIMENSIONS (WxHxD) (in.) 223/4 x 161/4 x 23 223/4 x 161/4 x 23 233/4 x 18 x 251/2 261/2 x 183/4 x 261/2

PKG. DIMENSIONS (WxHxD) (in.) 25 x 17 x 281/2 25 x 17 x 281/2 26 x 193/4 x 30 291/2 x 201/2 x 311/2

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 135/270/324 135/270/324 96/216/270 84/184/225

WEIGHT (Net/Gross) (lbs.) 71/82 84/95 117/131 131/147

REFRIGERATION R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 20 AMP 230V 30 AMP 230V 30 AMP 230V

3PACH18000, 3PACH25000

3PACH8000, 3PACH12000

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

• Electronic controls
• Full range air direction control
• Temperature output range of   
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Window mounting kit
• Auto restart function
• Slide-out filter access
• Timer function

12K BTU 
WINDOW AC FEATURES

ENERGY STAR 5SAC12000
UPC CODE 8-42149-02556-4

COOLING CAPACITY (Btu) 12,000

COVERAGE (sq. ft.) 450–550

EER 12.0

ENERGY STAR RATED Yes

FAN SPEEDS (Cool/Fan) 3/3

AMPS 8.7

WATTS 1000

DECIBELS (Hi/Mi/Lo) 60/57/54

WINDOW WIDTH (Min./Max.) (in.) 23/36

WINDOW HEIGHT (Min.) (in.) 15.5

UNIT DIMENSIONS (WxHxD) (in.) 19 x 143/4 x 221/4

PKG. DIMENSIONS (WxHxD) (in.) 221/4 x 17 x 241/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 185/390/467

WEIGHT (Net/Gross) (lbs.) 70/79

REFRIGERATION R410A

OUTLET CONFIGURATION
15 AMP 115V

WIRELESS SMART CONTROL  
& SLEEK, FLAT PANEL DESIGN
CONTROL THE UNIT ON YOUR 
IOS OR ANDROID SMART DEVICE!* 
The user-friendly app allows one user to 
remotely set/change fan speeds & modes 
(auto, cool, fan), set the AC’s timer, 
check the unit’s self-diagnosis, view a log 
of previous diagnoses, and more. 
The unit can also be accessed and 
controlled via internet.
*Smart phone not included.

SLEEP MODE
Customize for optimal temperature while you sleep

SELF-DIAGNOSTIC FUNCTION
Confirm all is running normally on your air conditioner 
with this tool. With the Self Diagnosis feature, the unit can 
identify any problems that require attention.

SMART CONTROLS
Save energy by customizing temperature settings

SLEEP MODE

SMART CONTROLS

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME
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• Electronic controls
• Full range air direction control
• Temperature output range of   
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Auto restart function
• Slide-out filter access

• Fits all standard 24 in. thru-the-wall AC units
• Minimize heat loss & reduce outdoor  
 noise transmissions into the room
• Quality galvanized steel construction  
 with a durable painted finish
• Easily adjustable: includes adjustable  
 mounting brackets & locking clips 
• Weather safe: protects unit with weather-tight seal
• Contains front and rear cover panels  
 to seal the sleeve when unit is removed

THRU-THE-WALL AIR CONDITIONER SLEEVE

THRU-THE-WALL AIR CONDITIONING FOR A STANDARD FIT

10K, 12K, 14K BTU 
THRU-THE-WALL AC FEATURES

NON-ENERGY STAR 3PATWH10002 3PATWH12002 3PATWH14002
w/ electric heater w/ electric heater w/ electric heater

UPC CODE 8-42149-02417-8 8-42149-02418-5 8-42149-02419-2

COOLING CAPACITY (Btu) 10,000/9,800 12,000/11,700 14,000/13,600

HEATING CAPACITY (Btu) 10,600/8,600 10,600/8,600 10,600/8,600

COVERAGE (sq. ft.) 400–450 450–550 550  –700

EER 9.6 9.5 9.3/9.5

ENERGY STAR RATED No No No

FAN SPEEDS (Cool/Fan/Heat) 3/3/1 3/3/1 3/3/1

AMPS (Cool) 4.6/5.0 5.5/5.9 6.9/7.5

AMPS (Heat) 15.0/13.5 15.0/13.5 15/13.5

WATTS (Cool) 1,042/1,021 1,263/1,232 1,505/1,431

 WATTS (Heat) 3,450/2,821 3,450/2,821 3,450/2,821

DECIBELS (Hi/Mi/Lo) 57/55/53 61/59/57 61/60/59

INTERIOR TRIM KIT INCLUDED Yes Yes Yes

FITS STANDARD  
WALL SLEEVES

Yes (sold separately) Yes (sold separately) Yes (sold separately)

UNIT DIMENSIONS (WxHxD) (in.) 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2

PKG. DIMENSIONS (WxHxD) (in.) 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 120/255/306 120/255/306 120/255/306

WEIGHT (Net/Gross) (lbs.) 69/80 78/89 78/89

REFRIGERATION R410A R410A R410A

OUTLET CONFIGURATION
20 AMP 230V 20 AMP 230V 20 AMP 230V

PAWS1
thru-the-wall air conditioner sleeve 

UPC CODE 8-42149-02312-6

UNIT DIMENSIONS (WxHxD) (in.) 251/2 x 151/4 x 171/2

PKG. DIMENSIONS (WxHxD) (in.) 28 x 31/4 x 20

WEIGHT (Net/Gross) (lbs.) 24/25

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

• Electronic controls
• Full range air direction control
• Temperature output range of   
 62°F–86°F (17°C–30°C)
• Auto, Sleep, Dry & Energy Saver modes
• Full function remote control
• 24 hour timer
• Auto restart function
• Slide-out filter access

8K, 10K, 12K, 14K BTU 
THRU-THE-WALL AC FEATURES

3PATW14002

4PATW8000, 4PATW10000, 4PATW10002,  
4PATW12000 & 4PATW12002

ENERGY STAR NON-ENERGY
STAR

4PATW8000 4PATW10000 4PATW10002 4PATW12000 4PATW12002 3PATW14002
UPC CODE 8-42149-02564-9 8-42149-02565-6 8-42149-02566-3 8-42149-02567-0 8-42149-02568-7 8-42149-02569-4

COOLING CAPACITY (Btu) 8,000 10,000 10,000/9,800 12,000 12,000/11,700 14,000/13,600

COVERAGE (sq. ft.) 300–350 400–450 400–450 450–550 450–550 550  –700

EER 10.6 10.6 10.6 10.5 10.5 9.3/9.5

ENERGY STAR RATED Yes Yes Yes Yes Yes No

FAN SPEEDS (Cool/Fan) 3/3 3/3 3/3 3/3 3/3 3/3

AMPS 7.0 8.3 4.5/4.8 10.0 5.2/5.6 6.9/7.5

WATTS 754 943 943/924 1,142 1,142/1,114 1,505/1,431

DECIBELS (Hi/Mi/Lo) 57/54/52 57/55/53 58/56/54 61/59/57 61/59/57 61/60/59

INTERIOR TRIM KIT INCLUDED Yes Yes Yes Yes Yes Yes

FITS STANDARD 
WALL SLEEVES

Yes (sold separately) Yes (sold separately) Yes (sold separately) Yes (sold separately) Yes (sold separately)
Yes 

(sold separately)

UNIT DIMENSIONS (WxHxD) (in.) 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 241/4 x 141/2 x 201/2 24 x 141/2 x 201/2

PKG. DIMENSIONS (WxHxD) (in.) 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4 28 x 17 x 263/4

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 120/255/306 120/255/306 120/255/306 120/255/306 120/255/306 120/255/306

WEIGHT (Net/Gross) (lbs.) 65/76 68/80 69/80 76/87 78/89 78/89

REFRIGERATION R410A R410A R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 230V 15 AMP 115V 15 AMP 230V 15 AMP 230V

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME
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• Electronic controls
• Temperature output range of   
 62°F–88°F (17°C–30°C)
• Bucketless drain system
• Auto restart function
• Easy to install & operate
• Sleep mode
• Easy access washable filter
• Full function remote control 
• Easy roll casters
• Variable cooling speeds
• Slider kit & quick connect vent hose included

Included with ALL portable AC units

SLIDER KIT &  
QUICK CONNECT VENT HOSE

12K BTU PORTABLE AC FEATURES

PORTABLE AIR CONDITIONING MADE EASY

ELECTRONIC CONTROLS

NON-ENERGY STAR PORTH12000
w/ electric heater

UPC CODE 8-42149-02394-2

COOLING CAPACITY (Btu) 12,000

HEATING CAPACITY (Btu) 4,300

COVERAGE (sq. ft.) 450 –550

EER 8.9

ENERGY STAR RATED No

FAN SPEEDS (Cool/Fan/Heat) 3/3/1

AMPS (Cool) 11.8

AMPS (Heat) 11.9

WATTS (Cool) 1,355

 WATTS (Heat) 1,380

DECIBELS (Hi/Mi/Lo) 54/52/51

VENT HOSE LENGTH (in.) 59

TIMER 24 hr

UNIT DIMENSIONS (WxHxD) (in.) 18 x 273/4 x 141/2

PKG. DIMENSIONS (WxHxD) (in.) 191/2 x 343/4 x 16

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 132/274/403

WEIGHT (Net/Gross) (lbs.) 66/74

REFRIGERATION R410A

OUTLET CONFIGURATION
15 AMP 115V

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME

• Electronic controls
• Temperature output range of   
 62°F–88°F (17°C–30°C)
• Bucketless drain system
• Auto restart function
• Easy to install & operate
• Sleep mode
• Easy access washable filter
• Full function remote control 
• Easy roll casters
• Variable cooling speeds
• Slider kit & quick connect vent hose included

8K, 10K, 12K,14K BTU 
PORTABLE AC FEATURES

ELECTRONIC CONTROLS

NON-ENERGY STAR PORT8000 PORT10000 PORT12000 PORT14000
UPC CODE 8-42149-02572-4 8-42149-02573-1 8-42149-02574-8 8-42149-02575-5

COOLING CAPACITY (Btu) 8,000 10,000 12,000 14,000

COVERAGE (sq. ft.) 300 –350 400 –450 450 –550 550  –700

EER 8.9 8.9 8.9 8.9

ENERGY STAR RATED No No No No

FAN SPEEDS (Cool/Fan) 3/3 3/3 3/3 3/3

AMPS 8.0 10.0 12.0 11.8

WATTS 900 1,130 1,350 1,575

DECIBELS (Hi/Mi/Lo) 55/54/53 55/54/53 56/55/54 56/55/54

VENT HOSE LENGTH (in.) 59 59 59 59

TIMER 24 hr 24 hr 24 hr 24 hr

UNIT DIMENSIONS (WxHxD) (in.) 171/4 x 281/2 x 13 171/4 x 281/2 x 13 171/4 x 281/2 x 13 18 x 301/2 x 141/2

PKG. DIMENSIONS (WxHxD) (in.) 183/4 x 343/4 x 16 183/4 x 343/4 x 16 183/4 x 343/4 x 16 201/2 x 343/4 x 171/2

STUFFING QTY. (20ʹ/40ʹ/40ʹ HQ) 136/280/419 136/280/419 136/280/419 110/228/337

WEIGHT (Net/Gross) (lbs.) 57/67 57/67 63/73 68/77

REFRIGERATION R410A R410A R410A R410A

OUTLET CONFIGURATION
15 AMP 115V 15 AMP 115V 15 AMP 115V 15 AMP 115V

FOLLOW ME
Portable remote control 
thermostat feature for 
total room coverage

FOLLOW ME
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NO-HASSLE 1-YEAR WARRANTY*

OUTLET CONFIGURATIONS
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THRU-THE-WALL AIR CONDITIONERS (Cool Only) (Pg. 12)

4PATW8000 8,000 300 – 350 10.6 N/A 115 2.11 Yes No 3 270 3 7.0 N/A 15 No No A N/A 76 7.28 241/4 x 141/2 x 201/2

4PATW10000 10,000 400 – 450 10.6 N/A 115 2.32 Yes No 3 269 3 8.3 N/A 15 No No A N/A 80 7.28 241/4 x 141/2 x 201/2

4PATW10002 10,000 400 – 450 10.6 N/A 208/230 2.32 Yes No 3 275 3 4.8 N/A 15 No No B N/A 80 7.28 241/4 x 141/2 x 201/2

4PATW12000 12,000 450 – 550 10.5 N/A 115 2.54 Yes No 3 286 3 10.0 N/A 15 No No A N/A 87 7.28 241/4 x 141/2 x 201/2

4PATW12002 12,000 450 – 550 10.5 N/A 208/230 2.54 Yes No 3 286 3 5.6 N/A 15 No No B N/A 89 7.28 241/4 x 141/2 x 201/2

3PATW14002 14,000 550 – 700 8.5 N/A 208/230 2.96 Yes No 3 312 3 8.3 N/A 15 No No B N/A 80 7.28 241/4 x 141/2 x 201/2

THRU-THE-WALL AIR CONDITIONERS WITH ELECTRIC HEATER (Pg. 13)

3PATWH10002 10,000 400 – 450 9.6 10,600 208/230 2.32 Yes No 3 269 3 5.0 15.0 20 No No C N/A 80 7.28 241/4 x 141/2 x 201/2

3PATWH12002 12,000 450 – 550 9.5 10,600 208/230 2.54 Yes No 3 286 3 5.9 15.0 20 No No C N/A 89 7.28 241/4 x 141/2 x 201/2

3PATWH14002 14,000 550 – 700 9.5 10,600 208/230 2.96 Yes No 3 296 3 7.5 15.0 20 No No C N/A 89 7.28 241/4 x 141/2 x 201/2

PORTABLE AIR CONDITIONERS (Cool Only) (Pg. 14)

PORT8000 8,000 300 – 350 8.9 N/A 115 2.54 Yes No 3 176 3 8.0 N/A 15 N/A Yes A N/A 67 5.92 171/4 x 283/4 x 13

PORT10000 10,000 400 – 450 8.9 N/A 115 3.17 Yes No 3 176 3 10.0 N/A 15 N/A Yes A N/A 67 5.92 171/4 x 283/4 x 13

PORT12000 12,000 450 – 550 8.9 N/A 115 3.59 Yes No 3 206 3 12.0 N/A 15 N/A Yes A N/A 73 5.92 171/4 x 283/4 x 13

PORT14000 14,000 550 – 700 8.9 N/A 115 3.59 Yes No 3 224 3 11.8 N/A 15 N/A Yes A N/A 77 7.07 18 x 301/2 x 141/2

PORTABLE AIR CONDITIONER WITH ELECTRIC HEATER (Pg. 15)

PORTH12000 12,000 450 – 550 8.9 4,300 115 2.54 Yes No 3 265 3 11.8 11.9 15 N/A Yes A N/A 74 6.14 18 x 273/4 x 141/2

If a product fails within the first year of purchase 
due to a defect in materials or workmanship, 
the customer may return the unit to the store 
of purchase, along with their original purchase 
receipt, for an exchange of the same model.
The store will need to call Perfect Aire®  
at 844-472-2473 and a Customer Service 
Representative will assist with processing  
the store credit.

* See full warranty for complete details.

AC DISPLAY RACK 
(PACR13)

MAKE YOUR STORE THE 
DESTINATION FOR ALL YOUR 
CUSTOMERS’ COOLING NEEDS. 
Perfect Aire® offers merchandise display racks 
for our air conditioners complemented by 
in-store signage. 
According to a survey conducted by the POPAI 
(Point of Purchase Association International), 
70% of all purchase decisions are made in the 
store confirming that retail execution 
is important. 

COMFORT... BUILT TO LAST
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DEHUMIDIFIERS (Pgs. 1 – 3)

3PAD11 11 500 1.35 N/A 115 0.46 No No N/A N/A 1 N/A N/A 15 N/A N/A A N/A 20 1.06 9 x 15 x 9

4PAD30 30 1,500 1.85/2.0 N/A 115 1.25 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 31 2.41 141/4 x 201/4 x 10

4PAD50 50 3,000 1.85/2.0 N/A 115 2.08 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 39 3.19 151/2 x 231/4 x 11

4PAD70 70 4,500 1.85/2.0 N/A 115 2.92 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 44 3.19 151/2 x 231/4 x 11

4PAD95 95 6,000 2.5/2.8 N/A 115 3.96 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 62 5.07 19 x 243/4 x 141/4

DEHUMIDIFIERS WITH EJECTOR PUMP (Pg. 4)

1PEDP50 50 3,000 1.85 N/A 115 2.08 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 41 3.19 151/2 x 233/4 x 111/4

1PEDP70 70 4,500 1.85 N/A 115 2.92 No No N/A N/A 2 N/A N/A 15 N/A N/A A N/A 47 3.19 151/2 x 233/4 x 111/4

WINDOW AIR CONDITIONERS (Cool Only - Non-Energy Star) (Pg. 5)

4PMC5000 5,000 100 – 150 11.1 N/A 115 1.27 No No 2 136 2 4.0 N/A 15 No Yes A 51/8 45 2.60 16 x 12 x 151/2

WINDOW AIR CONDITIONERS (Cool Only - Energy Star) (Pgs. 6 – 8)

4PAC5000 5,000 100 – 150 12.2 N/A 115 1.27 Yes No 3 140 3 3.8 N/A 15 No Yes A 51/8 47 2.60 16 x 12 x 151/2

4PAC6000 6,000 150 – 250 12.2 N/A 115 1.48 Yes No 3 147 3 4.5 N/A 15 No Yes A 51/8 52 3.28 181/2 x 131/2 x 153/4

4PAC8000 8,000 300 – 350 12.0 N/A 115 2.11 Yes No 3 224 3 5.9 N/A 15 No Yes A 75/16 58 2.51 181/2 x 131/2 x 171/2

5PAC10000 10,000 400 – 450 12.0 N/A 115 2.32 Yes Yes 3 290 3 7.5 N/A 15 No Yes A 75/16 72 5.26 19 x 143/4 x 221/4

5PAC12000 12,000 450 – 550 12.0 N/A 115 2.53 Yes Yes 3 280 3 8.7 N/A 15 No Yes A 75/16 79 5.26 19 x 143/4 x 221/4

4PAC15000 15,100 550 – 700 11.8 N/A 115 3.17 Yes Yes 3 353 3 11.5 N/A 15 Yes Yes A 91/4 119 8.89 233/4 x 18 x 251/2

4PAC18000 18,000 700–1,000 11.8 N/A 208/230 3.80 Yes Yes 3 360 3 7.5 N/A 15 Yes Yes B 91/4 129 8.89 233/4 x 18 x 251/2

4PAC25000 25,000 1,400–1,500 10.3 N/A 208/230 5.71 Yes Yes 3 523 3 11.8 N/A 20 Yes Yes C 103/4 151 10.95 261/2 x 183/4 x 261/2

SLIDER/CASEMENT AIR CONDITIONER (Pg. 9)

3PASC10000 10,000 400 – 450 10.4 N/A 115 2.32 Yes Yes 3 323 3 8.5 N/A 15 No Yes A N/A 84 6.54 143/4 x 21 x 231/2

WIRELESS SMART CONTROL AIR CONDITIONER (Pg. 10)

5SAC12000 12,000 450 – 550 12.0 N/A 115 2.53 Yes Yes 3 280 3 8.7 N/A 15 No Yes A 75/16 79 5.26 19 x 143/4 x 221/4

WINDOW AIR CONDITIONERS WITH ELECTRIC HEATER (Pg. 11)

3PACH8000 8,000 300 – 350 10.9 3,500 115 1.90 Yes No 3 277 3 6.3 11.6 15 Yes Yes A 81/2 82 6.96 223/4 x 161/4 x 23

3PACH12000 12,000 450 – 550 10.9 11,000 208/230 2.54 Yes No 3 279 3 5.2 16.0 20 Yes Yes C 81/2 95 6.96 223/4 x 161/4 x 23

3PACH18000 18,500 700–1,000 10.7 16,000 208/230 3.80 Yes Yes 3 446 3 8.3 22.0 30 Yes Yes D 91/4 131 8.89 233/4 x 18 x 251/2

3PACH25000 25,000 1,400–1,500 9.4 16,000 208/230 5.71 Yes Yes 3 523 3 12.4 22.5 30 Yes Yes D 103/4 147 10.95 261/2 x 183/4 x 261/2



Perfect Aire products are stylish,  
consumer friendly and easy to install and operate. 
Quality products with unmatched customer service. 

WHEN YOU NEED THE BEST, 
PERFECT AIRE® HAS THE SOLUTION FOR YOU.

www.perfectaire.us 
support@perfectaire.us     

PA/RAC-Catalog/03172017

866.996.9255
630.323.2301

5401 Dansher Road
Countryside, IL 60525
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