
Variable Refrigerant Flow System 

Submittal Data: UTY-XSZX                                                                                               Remote Sensor 
Remote Sensor Unit 

Job Name:______________________________                               Date:_______________________________ 
 
Location:_______________________________                             Approval:____________________________ 
 
Engineer:_______________________________                             Construction:_________________________ 
 
Submitted to:____________________________                              Unit #:______________________________ 
 
Submitted by:___________________________                              Drawing #:___________________________ 
 
Reference:______________________________ 

Electrical 
Indoor unit power……………………………………. 208/230 VAC-1ph-50/60 HZ 
Power supply cable length……………...........……………………….……….. 33 ft. 
Dimensions 
H x W x D 
in. (mm)………………….…..……...….… 2-3/16 x 2-3/4 x 1-3/16 (55.2x70.2x30) 
 
 
 
 
                                                                               
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 

 
 

 

 

 
Fujitsu General America, Inc.  

353 Route 46 West 
Fairfield, NJ 07004 

Toll Free: 1-888-888-3424 
Fax: (973) 836-0447 

www.airstagevrf.com 

                                    General Features 
 

•Allows for flexible temperature sensing for optimum temperature control. 
•For use on medium static ducted models, high static ducted models, & slim compact ducted 
models. 
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